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A B C D E F & H I ke Accesorios Accessories
Dralncor 180 | 114.5| 125 | 382.5|415.1 |118.7 | 196 |95.25 | 110 | 12| 25 Juego de accesorios para la fijacion Set of accessories for fixed or
estacionaria o transportable de la portable version.
Draincor 200 | 114.5| 125 | 382.5|415.1|118.7 |196 |95.25 | 110 |1¥* | 25 bomba.
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D N En opcidn, kit de anclaje automatico para version
20 estacionaria (Kit DR1).
5 In option, automatic anchorage kit for fixed version
\ 200 10 (Kit DR1).
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n% Version transportable Version estacionaria barra guia
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A : 5 Portable version Fixed version, automatic anchorage kit.
30 ”’___— —~.__~~.
20 Attt T~
L ] N ™
10 o \ 200\\ - -2_2—
e \ M T -
0 180 8l Hif
1] e
P1 [Kw/Stage]
T [ =] 1.80
180 - __—_-"__ 200 1.60 G112
———====———— /]
-t !
____=__:‘ = 1.40 \ o i
gt o }
————’::::—"— 1.20 . @
::——"—— ml
1.00
0.80 T
Curvas de funcionamiento a 2900 r.p.m. % | o8
Performance curves at 2900 r.p.m.
230V 230,/400 V - A - P1 (kW) W | HP oF 1/min 25 50 100 | 150 | 175 | 200 | 250 | 290
50 Hz 50 Hz 230v|a00y | 1~ |3~ m/h | 1.5 | 3.0 | 6.0 | 9.0 | 10.5 | 12.0 | 15.0 | 17.4 Draincor: sin interruptor de nivel. Draincor: without float switch.
Draincor A: suministrada con Draincor A: supplied built-in float
i i 18 | 16.7 | 13.7 10 7 - - -
Draincor 180M | Draincor 180 | 7.8 2.8 1.7 |16 | 1.1 1.5 |16/50 interruptor de nivel. switch.
Draincor 200 N 3 - 1.8 |1.25 | 1.7 - 21 19.7 17 14.1 | 12.6 11 7.3 2.5






