- P eedrive pressurisation

Frecuency converter with display and keyboard

Range 50/60 Hz

Single-phase

MO

M1

M2

Three-phase

T

T2 T3

Tecnoplus 25 4M 0,75-1,25Hp 1,5-2Hp 1-2Hp 3-4Hp 5,5 Hp
0,55-1kW 1,1-1,5kw 0,75-1kW 2-3 kW 4 kW
5A 7A 4 A 6A 9A
Technical characteristics 50/60 Hz
Single-phase Three-phase
Description —
M10 M1-M2 T1-T2-T3

Configuration

Power supply

Motor voltaje

Maximum intensity
Cooling system

Constant pressure
Constant flow

2° set point

Dry running protection
Pressure transducer
Additional digital inlet
Additional analogue inlet
Float switch inlet

PTC

External port link

Display

Auxiliary relay

Min. working frequency
Acceleration ramp
Deceleration ramp

Stop adjustable time
Sensor range configuration
Max. adjustable pressure
Min. adjustable pressure
Auxiliary relay configuration
Number of pump in tandem

Eslave pumps

Integrated in the connection box
Single-phase 230 V
Three-phase 230V
Forced by air

Yes

No

No

Yes

Integrated in the pump
No

No

Yes

Integrated into the inverter
Serial optional RS 485
NO 3 LED

No

Non ajustable

No

No

No

No

4,5 bar

1,5 bar

Integrated in the connection box
Single-phase 230 V
Three-phase 230V
5/7A

Forced by air

Yes

Programmable
Programmable

Yes

External 2 x 4-20 mA
1

1!

Yes

Optional

RS 485

Backlight 2 x 16 characters
1 for alarm
Ajustable

2 fixed

1 fixed

Yes

No

N/A

N/A

Yes

Upto4

Upto3

Integrated in the connection box
Three-phase 230 or 400 V
Three-phase 230 or 400 V
4/6/9A

Forced by air

Yes

Programmable
Programmable

Yes

External 2 x 4-20 mA

1

1

Yes

Optional

RS 485

Backlight 2 x 16 characters
1 for alarm

Ajustable

2 fixed

1 fixed

Yes

No

N/A

N/A

Yes

Upto4

Upto3




